
Li-Ion Battery pack 3.7V 17Wh

General description

High capacity battery for the IR camera.

Power system

Battery type Rechargeable Li ion battery

Battery voltage 3.7 V

Battery capacity 4.4 Ah, at +20°C (+68°F)

Charging temperature 0°C to +45°C (+32°F to +113°F)

Environmental data

Battery storage temperature range –40°C to +70°C (–40°F to +158°F)

Physical data

Weight 0.11 kg (0.24 lb.)

Size (L × W × H) 78 × 40 × 22 mm (3.1 × 1.6 × 0,9 in.)

Shipping information

Packaging, weight 0.15 kg

Packaging, size 170 × 75 × 60 mm

EAN-13 7332558004548
4743254000773 (Estonia plant)

UPC-12 845188004514

Country of origin Estonia

Compatible with the following products

• 64502-0801; FLIR E33
• 64502-1001; FLIR E40
• 64501-0101; FLIR E40 (incl. Wi-Fi)
• 64501-0103; FLIR E40 with SC kit (incl. Wi-Fi and 45° lens)
• 64501-0114; FLIR E40 with SC kit (incl. Wi-Fi)
• 64501-0501; FLIR E40bx (incl. Wi-Fi)
• 64502-1101; FLIR E50
• 64501-0201; FLIR E50 (incl. Wi-Fi)
• 64501-0601; FLIR E50bx (incl. Wi-Fi)
• 64502-1202; FLIR E60
• 64501-0302; FLIR E60 (incl. Wi-Fi)
• 64501-0702; FLIR E60bx (incl. Wi-Fi)
• 64501-0402; FLIR E63 (incl. Wi-Fi)
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