
AWG,MCM STR. AWG,MCM STR. AWG,MCM STR.

W-C 12 -- -- -- -- -- --

W-702 6 U247 3 U247 3 U247 3

YCS26RL 2/0 (.447) 6-1 2/0 (.448) 7 2/0 (.414) 7 2.70       
[68]

5.56           
[141]

.83          
[21]

659 -- -- U659 3 U659 3 U659 3 -- -- .737 6

YCS27RL 3/0 (.502) 6-1 3/0 (.503) 7 3/0 (.464) 7 2.50         
[63]

5.16            
[131]

.91         
[23]

658 -- -- U658 3 U658 3 U658 3 -- -- .840 6

YCS28RL 4/0 (.563) 6-1 4/0 (.565) 7 4/0 (.522) 7 2.44             
[61]

5.16             
[131]

1.02       
[26]

654 -- -- U654 3 U654 3 U654 3 -- -- 1" 3

YCS321RL 336.4 (.684) 18-1 -- -- 336.4 
(.666)

19 2.25      
[57]

5.16           
[13]

1.13        
[29]

655 -- -- U655 3 U655 3 U655 3 -- -- 1-1/8-1 3

YCS341RL

397.5 (.743)              
(.684)   

336.4 (.721)      
(.741)

18-1  
18-1    
26-7  
30-7

-- --
397.5(.724)          
400 (.729)

19             
37.61

2.72     
[69]

5.56             
[141]

1.31          
[33] 327 -- -- U327 4 U327 4 U327 4 -- -- -- --

CATALOG 
NUMBER

CONDUCTORS

B L O.D.AACACSR AAAC

YCS25RL 1/0 (.398) 6-1 1/0 (.395) 7 6

Y45 Y46

.737 12 .737

"O" TYPE 
HAND TOOL

"WH-2" TYPE 
PRESS

KEARNEY DIE SET & NO. OF 
CRIMPSHYDRAULIC

BURNDY® INSTALLATION TOOLING

MD6 
HYTOOL

Y35/Y750 

TOOL 
INDEX 
NO.

BURNDY® INSTALLATION 

TOOLS WITH DIES & NO. OF 
CRIMPS EACH END

C                  
OR           
247

1/0 (.368) 7
3.03 
[80]

6.22  
[158]

.80         
[20]

REV
SIZE

DRAWING NO

B
SD052277-01

SHEET 1  OF 1 
B

CAT.  NO:
ITEM NO:

UNISPLICE, LOOP (ACSR, AAAC & AAC)
N/A
YCS-RL (TABLE)

DRAWN BY:
CHECKER:
DSN APRVL:
MFG APRVL:
QA APRVL:
MKT APRVL:
PROD FAM:
PROJECT #:
DOCUMENT TYPE:
REL LEVEL:

K.BRIAN
K.BRIAN
K.BRIAN
--

2/14/2014
2/1/2014

SALES
Released

TO ORDER BURNDY® PRODUCTS CALL
 

UNITED STATES
1-800-346-4175 (LONDONDERRY, NH)

 
CANADA:

1-800-361-6975 (QUEBEC)
1-800-387-6487 (ALL OTHER PROVINCES)

 
FOR PRODUCT INFO: http://www.burndy.com

 

J.HALL

--

C.ACKERMAN

--

REV DATE DESCRIPTION ECO BY C'H'K.
B 46463 UPDATED STAMPING VIEW 46463 SM MB

NOTES:
 
1   RECOMMENDED NO. OF CRIMPS LISTED IN TABLE FOR BURNDY® TOOLING.
 
2   FOR FASTER INSTALLATION USE BURNDY® PATRIOT® FAMILY OF BATTERY TOOLS.
 
3   "U" DIES CAN BE USED WITH PT-6515 ADAPTER
 
4   "U" DIES CAN BE USED WITH PUADP-1 ADAPTER
 
5.   DIMENSIONS IN BRACKETS [  ] ARE IN MILLIMETERS ROUNDED OFF TO THE
      NEAREST MILLIMETER, UNLESS OTHERWISE SPECIFIED AND ARE FOR REFERENCE ONLY.
 

O.D.

L

B

TYPICAL LETTERING

NOTE:
BARRELS PARTIALLY FILLED WITH "PENETROX™" AND SEALED.
 
MATERIAL:
ALUMINUM TUBE

3 4

 

 

1

 

CRIMPS MADE BETWEEN 
GUIDE LINES

VIEW AFTER INSTALLATION

CRIMP GUIDE 
LINES

2

 


