
NEC/CEC:
   Class I, Division 2, Groups B, C, D
   Zone 2
   Class II, Division 1 and 2, Groups E, F, G
   Class III
   NEMA 3, 3R, 4, 4X, 12

IP66 

Controls
CONTROLS: HAZARDOUS LOCATION CONTROL STATIONS AND SW

ITCHES 
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Division 2 Contender® Series Factory Sealed Control Stations and Pilot Lights

1-Gang Push Button and Pilot Lights — Momentary

Hub Size 
(Inches) Description

Standard Legend  
Plate Marking  

and Device Color

Catalog Number

Diagram Dead-End Feed-Thru

1/2
1 Circuit 
Universal Start/Green

ED2S150U1 ED2SC150U1

3/4 ED2S175U1 ED2SC175U1

1 ED2S110U1 ED2SC110U1

1/2
2 Circuits 
Universal

Start/Green 
Stop/Red

ED2S150U2 ED2SC150U2

3/4 ED2S175U2 ED2SC175U2

1 ED2S110U2 ED2SC110U2

1/2 1 Circuits 
Universal 

1 Pilot 
Light

Start/Green 
Blank/Red

ED2S150J1U1 ED2SC150J1U1

3/4 ED2S175J1U1 ED2SC175J1U1

1 ED2S110J1U1 ED2SC110J1U1

1/2
1 Pilot 
Light Blank/Red

ED2S150J1 ED2SC150J1

3/4 ED2S175J1 ED2SC175J1

1 ED2S110J1 ED2SC110J1

1/2
2 Pilot 
Lights Blank/Red

ED2S150J2 ED2SC150J2

3/4 ED2S175J2 ED2SC175J2

1 ED2S110J2 ED2SC110J2

 Product with iron backbox is NEMA 4 rated. With aluminum backbox (add suffix -A), product is NEMA 4X rated.
 When a pilot light is selected, assembly is rated IP56.


