
Product Tale

Tpe LFG
A  exile non-UL liquidtight tainle teel conduit deigned for a variet of intallation

requiring motion, viration and ending on food proceing equipment. It o er excellent

reitance to corroion.

Contruction:

Inner Core:

Liquidtight Jacket:

Application:
Tpe LFG i a Certi ed Component for NF/ANI 169 pecial purpoe food equipment.

Indutrie erved:

Market:
Food Proceing, Healthcare, Pharmaceutical

Corroion-reitant continuou trip of 316L tainle teel.•
Alo availale in 304L tainle teel, pecial order onl. Minimum order quantitie ma
appl.

•

Flexile PVC made from an FDA approved compound•
Formulated for “plah Zone” food and everage contact•
Meet FDA CFR21 and NF 51/61 requirement•

Provide a liquidtight  exile protective wiring racewa•
mooth exterior for ea wahdown•
Reitant to odium Hpochlorite (leach)•
Will not promote acteria growth•
Availale in 3/8″ through 2″. Conult factor for larger ize•
Intended for ue with tandard Liquidtight Connector•

Poultr Proceing & Mic. Food Manufacturing (IC 2015)•
Food Product Machiner Manufacturing (IC 2011)•
Pharmaceutical Preparation Manufacturing (IC 2834)•
Food Packaging, Canning and ottling•

Manufactured to UL 360

Dimenion

W and RoH Compliant

 N IC 61386 Clai cation

Code 444240650314

ARRA: For ARRA Certi cation

Letter, pleae click here

NF Certi ed Component

All Product Proudl Made in the UA

Product
Information

CRTIFICATION &
COMPLIANC

TANDARD COLOR
Clear jacketing for a more aetheticall

appealing appearance with tainle teel

equipment. Other color availale upon

requet.

WORKING
TMPRATUR:
-20°C to 60°C

http://www.electriflex.com/wp-content/uploads/2016/06/Letter_of_RoHS_Conformance.pdf
http://www.electriflex.com/wp-content/uploads/2016/07/Cert-of-Origin-LSSFG-ARRA-10-15-E.pdf
http://www.electriflex.com/wp-content/uploads/2016/06/Eflexcolors.pdf
http://www.electriflex.com/
http://www.electriflex.com/


Product Tale
U Trade ize 3/8" 1/2" 3/4" 1" 1-1/4" 1-1/2" 2"

IO (MM) 16 20 25 32 40 50 63

CA (MM) 12 16 21 27 35 41 53

Tpe LFG-10 LFG-11 LFG-12 LFG-13 LFG-14 LFG-15 LFG-16

Internal Diameter
Min (IN.) 0.484 0.622 0.820 1.041 1.380 1.575 2.020

Max (IN.) 0.504 0.642 0.840 1.066 1.410 1.600 2.045

Outer Diameter
Min (IN.) 0.690 0.820 1.030 1.290 1.630 1.865 2.340

Max (IN.) 0.710 0.840 1.050 1.315 1.660 1.900 2.375

Inide end Radiu tatic (IN.) 2.0 3.0 4.2 5.5 7.0 4.5 6.0

Weight L. per 100 Ft 23 28 38 62 79 103 119

tandard Length

Coil (Ft.) 100 100 100 100 50 50 50

Part #

Reel (Ft.) 500 500 500 400 200 150 100

Part #

Reel (Ft.) 1000 1000 1000

Part #

Tpe ZH
Thi non-UL liquidtight  exile tainle teel conduit i deigned for

application where afet concern exit regarding a material’

reaction in a  re ituation. It o er excellent reitance to corroion.

ee product detail 

Tpe LAFG
A UL Lited  exile liquidtight teel conduit deigned for a variet of

intallation regarding motion, viration and ending on food

proceing equipment.

ee product detail 

Tpe LTFG
A general-purpoe, non-UL  exile liquidtight teel conduit

deigned for a variet of intallation regarding motion, viration and

ending on food proceing equipment.

Tpe LT
A  exile non-UL liquidtight tainle teel conduit deigned for a

variet of intallation requiring motion, viration and ending. It

o er excellent reitance to corroion.

related product

http://www.electriflex.com/products/type-zhss/
http://www.electriflex.com/products/type-zhss/
http://www.electriflex.com/products/type-lafg/
http://www.electriflex.com/products/type-lafg/
http://www.electriflex.com/products/type-ltfg/
http://www.electriflex.com/products/type-ltss/

