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Barricade Tape  

Cat. 
No. 

Legend Size Color 
Box 
Qty 

69002 Caution Caution Caution 3” X 200’ Yellow 8 

69000 Caution Caution Caution 3” X 1000’ Yellow 8 

CAUTION CAUTION CAUTION Legend 
Made of long lasting, non-adhesive, reusable 3 mil Polyethylene 
Exceptional quality, durability and performance 
Used above ground to mark off hazards 
Continuous repeat of warning  
Meets OSHA 1910.144 for physical hazards 

Underground Tape 
 

Cat. 
No. 

Legend Size Color 
Box  
Qty 

69008 Caution Buried Electric Line Below 3” X 300’ Red 8 

69010 Caution Buried Electric Line Below 3” X 1000’ Red 8 

69011 Caution Electric Line Buried Below 3” X 1000’ Yellow 8 

69012 Caution Buried Telephone Line Below 3” X 1000’ Orange 8 

69016 Caution Fiber Optic Line Buried Below 3” X 1000’ Orange 8 

69020 Caution Buried Electric Line Below 6” X 1000’ Red 4 

69021 Caution Electric Line Buried Below 6” X 1000’ Yellow 4 

4 Mil Non Adhesive Polyethylene 
Continuous repeat of warning 
Identifies buried utility lines 
Should be installed 12” to 18” below ground level and 12” above 

pipes and conduits before backfilling 
Formulated to resist degradation from acid and alkali found in soils 

Detectable Tape  
CAUTION BURIED ELECTRIC LINE BELOW Legend 
5 Mil Silver foil 
Continuous repeat of warning 
Easily located with any common metal detector 
For use before you dig 
Its highly visible colors make it easy to locate after dig has begun 
Formulated to resists degradation from acid and alkali found in soils 
3" Wide detectable from 12" To 24" Depth 
6" Wide detectable from 22" To 30" Depth  

Cat. 
No. 

Legend Size Color 
Box  
Qty 

69030 Caution Buried Electric Line Below 3” X 1000’ Red 4 

69040 Caution Buried Electric Line Below 6” X 1000’ Red 2 


