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Nickel Plated Steel 
Butted Seam 
Max Temp: 900oF(482oC) 
Applications Include: Electric space heaters, 

HVAC Controls, Industrial Automation, 
Commercial ovens and fryers, Industrial kilns 

Cat. 
No. 

Wire Size 
AWG 

Stud 
Size 

d2 W F L E D d1 T 
Bag  
Qty 

Master 
Box Qty 

12512 22-16 6 0.146 0.217 0.197 0.492 0.189 0.134 0.067 0.030 100 1000 

12516 16-14 6 0.146 0.260 0.189 0.504 0.189 0.161 0.091 0.031 100 1000 

12518 16-14 10 0.209 0.335 0.291 0.65 0.189 0.161 0.091 0.031 100 1000 

12520 16-14 1/4 0.252 0.472 0.433 0.858 0.189 0.161 0.091 0.031 100 1000 

12522 12-10 10 0.209 0.472 0.413 0.886 0.236 0.220 0.134 0.039 100 1000 

12523 12-10 1/4 0.252 0.472 0.413 0.886 0.236 0.220 0.134 0.039 100 1000 

12524 8 1/4 0.252 0.472 0.366 0.917 0.335 0.283 0.177 0.047 100 - 

Cat. 
No. 

Wire Size 
AWG 

Stud 
Size 

d2 W F L E D d1 T 
Bag  
Qty 

Master 
Box Qty 

12530 22-16 10 0.209 0.319 0.256 0.63 0.189 0.134 0.067 0.030 100 1000 

12532 16-14 10 0.209 0.319 0.256 0.63 0.189 0.161 0.091 0.031 100 1000 

12534 12-10 10 0.209 0.354 0.276 0.72 0.236 0.22 0.134 0.039 100 1000 

High Temperature Ring Terminals 
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Nickel Plated Steel 
Butted Seam 
Max Temp: 900oF(482oC) 
Applications Include: Electric space heaters, 

HVAC Controls, Industrial Automation, 
Commercial ovens and fryers, Industrial kilns 
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High Temperature Fork/Spade Terminals 

Cat. 
No. 

Wire Size 
AWG 

Tab  
Size 

Type W F L E D d1 
Wall 

Thickness 
Bag  
Qty 

Master 
Box Qty 

12542 16-14 .187 x .020 Female .199 .248 .543 .189 .130 .091 .014 100 1000 

12544 16-14 .250 x .032 Female .260 .295 .598 .189 .130 .091 .016 100 1000 

12546 16-14 .250 x .032 Male .250 .307 .740 .252 .161 .091 .031 100 1000 

Nickel Plated Steel 
Butted Seam 
Max Temp: 900oF(482oC) 
Applications Include: Electric space heaters, 

HVAC Controls, Industrial Automation, 
Commercial ovens and fryers, Industrial kilns 
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High Temperature Disconnects 

Cat. 
No. 

Wire Size 
AWG 

L D d1 
Wall 

Thickness 
Bag  
Qty 

Master 
Box Qty 

12536 22-16 0.591 0.130 0.067 0.028 100 1000 

12538 16-14 0.591 0.154 0.091 0.028 100 1000 

12540 12-10 0.591 0.213 0.134 0.035 100 1000 

Nickel Plated Steel 
Butted Seam 
Max Temp: 900oF(482oC) 
Applications Include: Electric space heaters, 

HVAC Controls, Industrial Automation, 
Commercial ovens and fryers, Industrial kilns 
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High Temperature Butt Splices 

Dimensions = Inches  

Dimensions = Inches  

Dimensions = Inches  

Dimensions = Inches  


