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Releasable Nylon Cable Ties 

Releasable Cable Ties remain securely locked 
until intentionally released by operating the raised 
finger catch 

Good for temporary fastening when anticipating 
moves, adds & changes 

Made from UL approved Nylon 6/6 
Normal Service Temperature Range: 
    -40o to 185oF (-40o to 85oC) 
Flammability rating UL94V-2 

Cat. No. Tensile Strength (Lbs.) Length Width Max Bundle Dia. Bag Qty Master Bag Qty 

NATURAL COLOR 
20412 50 6-1/4 .183 1.56 100 1000 
20414 50 8 .183 2.17 100 1000 

20418 50 12 .187 3.46 100 100 

20420 50 14 1/2 .187 4.02 100 100 

 ULTRAVIOLET BLACK 

20422 50 6-1/4 .183 1.56 100 1000 

20424 50 8 .183 2.17 100 1000 

20428 50 12 .187 3.46 100 100 

20430 50 14 1/2 .187 4.02 100 100 

Colored Nylon Cable Ties 

Cat. 
No. 

Color 
Bag  
Qty 

Master 
Bag Qty 

20611 Red 100 1000 

20613 Yellow 100 1000 

20614 Green 100 1000 

20615 Blue 100 1000 

20616 Brown 100 1000 

20617 Orange 100 1000 

20618 Gray 100 1000 

20619 Purple 100 1000 

20623 Fluorescent  Yellow 100 1000 

20624 Fluorescent Green 100 1000 

20625 Fluorescent Blue 100 1000 

20626 Fluorescent Pink 100 1000 

20627 Fluorescent Orange 100 1000 

50Lb.   8” Length   .179” Width 
Cat.  
No. 

Color 
Bag  
Qty 

Master 
Bag Qty 

20631 Red 100 1000 

20633 Yellow 100 1000 

20634 Green 100 1000 

20635 Blue 100 1000 

20637 Orange 100 1000 

20638 Gray 100 1000 

50Lb.   11” Length   .187” Width 

Dimensions = Inches  

Made from UL approved Nylon 6/6 
Normal Service Temperature Range:                    

-40o to 185oF (-40o to 85oC) 
Flammability Rating: UL94V-2 
50Lb. Tensile Strength 
Packed in Sealed Plastic Bags 


