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Pocket-sized booklet of Self-Adhesive wire markers and matching 
terminal markers 

450 Wire Markers 
Save time and money on site and in-plant initial hook up, 

troubleshooting, maintenance, and repairs. 
Cloth material has a better initial adhesion 
Assures durability and minimizes the potential of tearing 
Oil ,water and abrasion resistant 
Service temperature from -40oF to +250oF (-40oC to +121oC) 

Wire Marker Booklets 

Cat. No. Material  Std Marking Markers Per Each Legend Bag Qty 

21252 Tyvek 0-9 45 10 

21253 Cloth 0-9 45 10 

21254 Tyvek 1-45 10 10 

21257 Cloth 1-45 10 10 

21255 Tyvek 46-90 10 10 

21258 Cloth 46-90 10 10 

21256 Tyvek A-Z,0-15,+-/ 10 10 

21260 Cloth A-Z,0-15,+-/ 10 10 

21262 Cloth 1,2,3, 150 10 

21264 Cloth A,B,C 150 10 

21266 Cloth T1,T2,T3 150 10 

21268 Cloth L1,L2,L3 150 10 

21270 Cloth 10 nema colors 45 10 

21272 Cloth 

+,-,AC, DC,  
pos, neg, grnd,  

neut,  
spare, blank 

45 
33 
27 
21 

10 

21274 Cloth Burglar Alarm Various Markings 10 

21276 Cloth Fire Alarm Various Markings 10 

21278 Cloth Circuit Breaker 
79 legends + 11 blank 

Kitchen, Outlets, Range, Bath, Lights, Dry-
er, etc. 

10 

Write and Wrap Dispensers & Booklets 

Cat. 
 No. 

Type 
Label  
Width 

Label  
Length 

Write  
Area  

Markers Per  
Dispenser or Booklet 

21232 Dispenser 3/4” 1-1/4” 3/4” x 5/16” 300 

21234 Dispenser 3/4” 1-7/8” 3/4” x 1/2” 150 

21236 Book 3/4” 1-5/8” 3/4” x 5/8” 120 

21238 Book 1” 2-1/2” 1” x 3/4” 60 

Pocket sized disposable 
Contains a roll of pre-cut self laminating wire markers 
Each marker has a white area available for legend inscription using a 

pen or pencil  
After marking, simply pull back on the marker liner and the marker is 

dispensed 
On application the transparent portion of the clear vinyl marker wraps 

around itself to protect the write-on area 
The adhesive is an aggressive acrylic that is impervious to oil & water 
Service temperature from -40oF to +250oF (-40oC to +121oC) 


