
M16 

Reducing Washers Use to reduce the size of the knockout in a steel outlet box  
    or other metal enclosure or cabinet 
Must use one inside the enclosure opening and one on the outside 
Galvanized Steel 

Cat.  
No.  

Trade  
Size  

Dimensions Outer  
Box A B 

14620 3/4” x 1/2” 1.42 .87 1000 
14621 1” x 1/2” 1.71 .87 1000 
14622 1” x 3/4” 1.71 1.66 1000 
14623 1-1/4” x 1/2” 2.08 .87 500 
14624 1-1/4” x 3/4” 2.08 1.125 500 
14625 1-1/4” x 1” 2.08 1.38 500 
14626 1-1/2” x 1/2” 2.635 .87 500 
14627 1-1/2” x 3/4” 2.635 1.06 500 
14628 1-1/2” x 1” 2.635 1.335 500 
14629 1-1/2” x 1-1/4” 2.635 1.69 500 
14630 2” x 1/2” 3.265 .87 250 
14631 2” x 3/4” 3.265 1.06 250 
14632 2” x 1” 3.265 1.335 250 
14633 2” x 1-1/4” 3.265 1.69 250 
14634 2” x 1-1/2” 3.265 1.935 250 
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Cat.  
No.  

Trade  
Size  

Dimensions Inner  
Box 

Outer  
Box A B 

14660 1/2” x 3/8” .63 .91 100 1000 
14661 3/4” x 1/2” .65 .93 100 1000 
14662 1” x 1/2” .72 1.13 50 500 
14663 1” x 3/4” .72 1.13 50 500 
14664 1-1/4” x 1/2” .82 1.47 10 100 
14665 1-1/4” x 3/4” .82 1.47 25 250 
14666 1-1/4” x 1” .81 1.47 25 250 
14667 1-1/2” x 1/2” .85 1.70 10 100 
14668 1-1/2” x 3/4” .85 1.70 25 100 
14669 1-1/2” x 1” .85 1.70 25 100 
14670 1-1/2” x 1-1/4” .85 1.70 10 250 
14671 2” x 1/2” .97 2.23 10 40 
14672 2” x 3/4” .97 2.23 10 40 
14673 2” x 1” .97 2.23 10 40 
14674 2” x 1-1/4” .97 2.23 10 100 
14675 2” x 1-1/2” .97 2.23 10 100 
14676 3” x 1/2” 1.57 3.43 - 10 
14677 3” x 3/4” 1.57 3.43 - 10 
14678 3” x 1” 1.57 3.43 - 10 
14679 3” x 1-1/4” 1.57 3.43 - 10 
14680 3” x 1-1/2” 1.57 3.43 - 10 
14681 3” x 2” 1.57 3.43 - 10 
14682 3” x 2-1/2” 1.57 3.43 - 10 
14683 4” x 1/2” 1.68 4.43 - 5 
14684 4” x 3/4” 1.68 4.43 - 5 
14685 4” x 1” 1.68 4.43 - 5 
14686 4” x 1-1/4” 1.68 4.43 - 5 
14687 4” x 1-1/2” 1.68 4.43 - 5 
14688 4” x 2” 1.68 4.43 - 5 
14689 4” x 3” 1.68 4.43 - 5 

Steel Reducing Bushings 

Malleable Reducing Bushings 

Dimensions = Inches  

Reduce the trade size of a tapered entry on a conduit fitting 
Threaded for rigid and IMC condulets, Hex Shoulder 
Rolled edge protects wire insulation 

Cat.  
No.  

Trade  
Size  

Dimensions Inner  
Box 

Outer  
Box A B 

14700 2-1/2” x 1” 2.83 1.22 - 10 
14701 2-1/2” x 1-1/4” 2.83 1.58 - 10 
14702 2-1/2” x 1-1/2” 2.83 1.83 - 10 
14703 2-1/2” x 2” 2.83 2.28 - 10 
14704 3-1/2 x 1-1/2” 3.45 1.83 - 10 
14705 3-1/2” x 2” 3.45 2.28 - 10 
14706 3-1/2” x 2-1/2” 3.96 2.70 - 10 
14707 3-1/2” x 3” 3.96 3.35 - 10 
14708 4” x 2-1/2” 4.45 2.70 - 10 
14709 4” x 3-1/2” 4.45 4.10 - 10 

Dimensions = Inches  

Dimensions = Inches  

Reduce trade size of tapered entry on a     
conduit fitting 

Threaded for Rigid Conduit & IMC 
Rolled edge protects wire insulation 


