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Spring Steel Cable Clips 
Cable Clip for MC, AC, or BX 
Supports cable from #12 to #8 wire in horizontal  
    or vertical position  
OD’s from .433 to .535 
NOTE: These products are designed for positioning only 
No load rating 
18028 cULus Listed 

18026 is not cULus Listed 

Cable Size 
Cat No. for 
#12 Wire 

Cat No. for 
#10 Wire 

Cat No. for 
#8 & #9 Wire 

Box  
Qty 

14-2 Cable 18026 18026 18026 100 

14-3 Cable 18026 18026 18026 100 

12-2 Cable 18026 18026 18026 100 

12-3 Cable 18026 18028 18028 100 

18028 

Supports conduit & all types of cable from rods or flanges 
#12 To #8 Wire 
#16 to 1/4" Rod 
1/8" To 3/8" Flange 
18324 & 18325 not UL Listed 
 

Spring Steel Fast Support Conduit Clips 

Conduit 
Size 

Cat No. for 
#10 & #12 Wire 

Cat No. for 
#8 & #9 Wire 

3/16”  
to 1/4” Rod 

Box  
Qty 

1/2” EMT 18028 18028 18028 100 

1/2” RIGID 18028 18030 18030 100 

3/4” EMT 18030 18030 18030 100 

3/4” RIGID 18030 18030 18324 100 

1” EMT - 18324 18324 100 

1-1/4” EMT - 18325 18325 100 

Conduit  
Size 

Cat No. for 
1/8”-1/4” Flange 

Cat No. for 
3/16”-3/8” Flange 

Cat No. for 
5/16”-3/8” Flange 

Box  
Qty 

1/2” EMT 18028 18030 18030 100 
1/2” RIGID 18030 18030 18324 100 
3/4” EMT 18030 18324 18324 100 

3/4” RIGID 18324 18325 18325 100 

1” EMT 18324 18325* 18325* 100 

1” RIGID 18325* 18325* 18325* 100 

1-1/4” EMT 18325 - - 100 

*For horizontal applications only. 

Spring Steel Multi-Function Clip 

Attaches conduit or boxes to flanges, wire or rod 
Fits 1/8” to 3/8” flanges 
Attaches to #12 wire through 3/8” rod 
Attaches #10-24 or 1/4”-20 Threaded Bridle Rings 

(positioning only) 

Cat No. Box Qty 

18048 100 

Description 

Clip Attaches Conduit to Flanges, Wire or Rod 

18026 


