
CRC Industries, Inc.  
885 Louis Drive,  
Warminster, PA 18974

Customer Service Phone:          800-272-4620 

Customer Service Fax:               800-272-4560

Technical Assistance:                 800-521-3168

       CRC Industrial Home
       crcindustries.com/ei

     

                 facebook.com/crcindustrial  

  
                 youtube.com/crcindustrial

For over 50 years, CRC has been providing innovative solutions to 
the ever-changing food and beverage industry through revolutionary 
technology and products of superior quality. As an ISO 9001:2008 
certified manufacturer, CRC is committed to continue leading the 
evolution of maintenance chemicals as they relate to regulatory 
compliance within the food industry. In addition to our H1 food grade 
lubricant products, CRC offers a wide variety of aqueous cleaners, 
heavy duty degreasers, precision cleaners and H2 lubricants that are 
suitable for use in federally inspected food-processing and handling 
plants. All products are listed in our current Food Grade Chemical 
Maintenance Solutions Catalog!

For a complete listing of StopLight™ program  
deliverables, please visit our web site today!  
SToPlIGHTFoodSAFeTy.CoM

Scan the QR code to view our 
complete Food Grade Catalog, 
or visit us at crcindustries.com/ei
to learn more about CRC!

©2012 CRC Industries, Inc.            Printed in USA    I0364-BR

WATCH OUR NEW 
FOOD GRADE PRODUCTS 

VIDEO NOW

SCAN THIS CODE WITH 
YOUR MOBILE DEVICE
NEED A QR CODE READER?

VISIT YOUR APP STORE TODAY!

Commitment to Leadership

CRC Global Home
crcindustries.com



stoplightFoodsaFety.com stoplightFoodsaFety.com

red – most restrictions
Yellow – requires Caution
Green – more Flexibility

desiGned For saFetY

Farm to Fork
Food safety is a primary concern across the entire supply chain. Food processors and packaging 
manufacturers are tasked with keeping their plants running efficiently, while preventing contamination of 
their goods. To help minimize the risk of MRO chemicals across all food processing and non-production 
areas, CRC developed the StopLight™ Food Safety Program – a visual identification labeling program that 
ensures maintenance employees use and store MRO chemicals in the proper locations. 

The CRC StopLight™ Food Safety Program involves the use of color-coded stickers placed directly on CRC 
MRO chemical products to determine where the products can be used, who may use these products and 
where they should be stored. Non-food compounds and application areas 
are coded RED, YELLOW or GREEN. The stickers provide flexibility within 
the program, and each facility makes their own determination how to color 
code processing areas, applications and products. 

StoplightTM Graphic –  
Green StoplightTM image  
immediately identifies  
product as H1 certified.

Product Name – Clear & 
descriptive product name 
provides immediate  
recognition of use.

Silver Band – Quick visual 
identification of CRC H1  
products from across the 
plant floor with unique  
silver banding.

QR Code – Instant access to 
mobile-ready product detail page. 

NSF logo & Number –  
NSF Category Code and 
registration # prominently 
displayed to aid during the 
inspection process.

CRC Industries has over 75 food grade maintenance chemicals within the NSF H1 category 
designation. These items are approved for use where incidental food contact might occur.  
Understanding the importance for continuous improvement in food safety, CRC has introduced 
a new label design for all CRC H1 Food Grade Lubricants to ensure proper usage of these 
products in the workplace. Features include: 

S.d.[l.]™ – Current Safety data Sheet 
printed on the reverse side of aerosol 
product label – a CRC exclusive – puts 
disposal, First Aid and important safety 
information right at your fingertips!

third-partY CertiFiCation and BeYond
In conjunction with the StopLight™ Program, CRC offers a wide range 
of maintenance chemicals that are NSF Registered and approved 
for use in a food processing establishment. Each NSF Registered 
CRC product receives a registration number, which is prominently 
displayed on the product label with the corresponding NSF category 
code. In addition, NSF Registration Letters are available on the CRC 
web site. With over 300 NSF-approved MRO chemical products, CRC 
provides the broadest application solutions for the Food & Beverage 
industry and food packaging manufacturers. 

The National Sanitation Foundation (NSF) is a not-for-profit, third 
party product certifier specializing in public health and safety. 
www.nsf.org

Utilizing elements of CRC’s Risk Reduction Partnership Plan™, CRC 
will supply your Maintenance Department with industy-leading 
product performance, provide your Food Safety team with 3rd-
Party certification of these products and enable your plant to reduce 
the number of products in use. The CRC StopLight™ Food Safety 
Program has proven helpful in improving audit scores and supplier 
reviews and provides a program that meets the needs of Global Food 
Safety Initiatives (GFSI), such as BRC, SQF and FSSC 22000.
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WARNING: Contains isohexane 64742-49-0/107-83-5, 1,1-difluoroethane 75-37-6, n-Hexane 110-54-3 and dimeth-
ylpolysiloxane 63148-62-9. Do not puncture, incinerate or store can above 120°F. Exposure to high temperature 
may cause can to burst. Do not place in direct sunlight or near any heat source. Product is extremely flammable 
and should be kept from all flames and other ignition sources. Avoid continuous breathing of vapor and spray mist. 
Avoid contact with skin and eyes. Overexposure to liquid or vapors can cause eye and skin irritation, irritation to 
upper respiratory tract, and central nervous system effects such as headache, dizziness, drowsiness or confusion. 
Deliberate misuse by concentrating and inhaling the contents can be harmful or fatal. Use with adequate venti-
lation. Open doors and windows or use other means to ensure a fresh air supply during use and while product 
is drying. Vapors are heavier than air and can accumulate in low areas. If you experience any symptoms listed 
on this label, increase ventilation, use respiratory protection, or leave the area.  Product may pose an aspiration 
hazard if swallowed.  FIRST AID: In case of eye or skin contact, flush with water for 15 minutes. If swallowed,  
DO NOT induce vomiting. Contact a poison control center. If too much is breathed, remove to fresh air. If 
breathing is difficult, give oxygen. For severe overexposure, call a physician.  DISPOSAL: Unused contents and 
containers must be disposed of in accordance with all federal, state and local regulations. Do not dump in sewers, 
on the ground, or into any body of water. For additional information, consult the Safety Data Sheet for this product. 
SPECIAL USAGE WARNINGS: Contents Extremely Flammable. Do not smoke while spraying.  Extinguish all flames, 
pilot lights, and heaters. Do not use on energized equipment. Vapors will accumulate readily and may ignite. Use only 
with adequate ventilation; maintain ventilation during use and until vapors are gone.  ELECTRICAL SHOCK HAZARD: 
This can will conduct electricity. Keep away from all live electrical sources including Battery Terminals, Solenoids, 
Electrical Panels and other electronic components. Failure to observe this warning may result in serious injury from 
flash fire and/or electrical shock.                  KEEP AWAY FROM CHILDREN 
DIRECTIONS: Read entire label before using this product. 
1. Do not apply while equipment is energized.  2. Spray in light, even coats to areas requiring lubrication or moisture 
protection.  3. Repeat step 2 until adequate lubrication or protection is achieved. Use only the necessary amount to 
achieve results.  4. Re-apply as needed to maintain performance.  
ADVERTENCIA: Contiene isómers de hexano 64742-49-0/107-83-5, 1,1 difluoroetano 75-37-6, n-hexano 110-54-3 
y dimetilpolisiloxano 63148-62-9. No perfore, incinere ni almacene la lata a una temperatura superior a 120ºF. La 
exposición a altas temperaturas puede provocar que la lata estalle. No exponga a la luz directa del sol ni acerque a 
otras fuentes de calor. El producto es sumamente inflamable y debe mantenerse alejado de llamas u otras fuentes 
de ignición. Evite la respiración continua del vapor y la niebla del rocío. Evite el contacto con la piel y los ojos. La 
exposición prolongada al líquido o a los vapores puede causar irritación en los ojos, la piel y el tracto respiratorio 
superior y daños en el sistema nervioso central, tales como dolor de cabeza, mareos, somnolencia o confusión. El uso 
incorrecto deliberado mediante la concentración e inhalación de su contenido puede ser perjudicial o mortal. Utilice 
con ventilación adecuada. Abra puertas y ventanas o utilice otros medios para garantizar el suministro de aire fresco 
durante su uso y mientras el producto se está secando. El vapor es más pesado que el aire y puede acumularse en 
zonas bajas. Si usted experimenta alguno de los síntomas enumerados en esta etiqueta, aumente la ventilación, utilizer 
el proceso de las vías respiratorias, o salga de la zona. Si el producto se ingiere, puede presentar peligro de aspiración.  
PRIMEROS AUXILIOS: En caso de que el producto entre en contacto con los ojos o la piel, enjuague con agua 
durante 15 minutos. Si se ingiere, NO provoque el vómito. Contáctese con un centro de control de envenenamiento. 
Si se respira una cantidad excesiva de producto, salga al aire libre. Si la respiración se torna dificultosa, proporcione 
oxígeno. En caso de exposiciones prolongadas, llame a un médico.  ELIMINACIÓN: Se debe desechar todo contenido 
y recipiente que no se haya utilizado, de acuerdo con las reglamentaciones locales, estatales y federales. NO vierta 
el producto en sumideros, sobre la tierra ni en masas de agua. Para obtener información adicional, consulte la Hoja 
de Información de Seguridad de este producto.  ADVERTENCIAS SOBRE USOS ESPECIALES: Contenido sumamente 
inflamable. No fume mientras rocía. Apague todas las llamas, pilotos y calefactores. No utilice el producto mientras el 
equipo esté conectado. El vapor se acumulará rápidamente y puede inflamarse. Utilice sólo con ventilación adecuada 
y mantenga esta ventilación durante la utilización del producto hasta que el vapor haya desaparecido. PELIGRO DE 
DESCARGA ELÉCTRICA: Esta lata conduce la electricidad. Mantenga fuera del alcance de todas las fuentes eléctricas 
vivas, incluso bornes de baterías, solenoides, tableros eléctricos y otros componentes electrónicos. Pasar por alto esta 
advertencia puede ocasionar lesiones graves provocadas por fuego explosivo y/o descarga eléctrica.  

MANTENGA FUERA DEL ALCANCE DE LOS NIÑOS.  
INSTRUCCIONES: Lea toda la etiqueta antes de usar este producto.  
1. No aplique el producto mientras el equipo esté conectado.  2. Rocíe en capas ligeras y parejas, en las zonas que 
requieren lubricación o protección contra la humedad.  3. Repita el paso 1 hasta alcanzar la lubricación o protección 
adecuada. Utilice solamente la cantidad necesaria para alcanzar los resultados deseados.  4. Aplique nuevamente, 
según sea necesario, para mantener el rendimiento.   
©2012 CRC Industries, Inc., Warminster, PA 18974 12A        CRC# 519E/F 
800-521-3168 (Technical Information) www.crcindustries.com 
800-272-4620 (Customer Service) Made in U.S.A. 
215-442-6260 (SDS)

Nonfood Compounds Program Listed
Category Code: H1 Reg.# 017393

DANGER: EXTREMELY FLAMMABLE. HARMFUL OR 
FATAL IF SWALLOWED. CONTENTS UNDER PRESSURE.
Read warnings on back panel.

PELIGRO: SUMAMENTE INFLAMABLE. SU 
INGESTIÓN ES PERJUDICIAL O MORTAL. CONTENIDO 
BAJO PRESIÓN. Lea las advertencias en el dorso.

No. 03040 Net Wt. 10 oz. (284 g)
Peso Neto 284 g (10 onzas)

Lubricates, Waterproofs & Protects

Lubrica, Impermeabiliza y Protege

Food Grade

Food Grade Silicone

Silicone
Silicona Apta para 
Uso Alimentario
Multi-Purpose Lubricant

Lubricante Multipropósito
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Farm to Fork
Food safety is a primary concern across the entire supply chain. Food processors and packaging 
manufacturers are tasked with keeping their plants running efficiently, while preventing contamination of 
their goods. To help minimize the risk of MRO chemicals across all food processing and non-production 
areas, CRC developed the StopLight™ Food Safety Program – a visual identification labeling program that 
ensures maintenance employees use and store MRO chemicals in the proper locations. 

The CRC StopLight™ Food Safety Program involves the use of color-coded stickers placed directly on CRC 
MRO chemical products to determine where the products can be used, who may use these products and 
where they should be stored. Non-food compounds and application areas 
are coded RED, YELLOW or GREEN. The stickers provide flexibility within 
the program, and each facility makes their own determination how to color 
code processing areas, applications and products. 

StoplightTM Graphic –  
Green StoplightTM image  
immediately identifies  
product as H1 certified.

Product Name – Clear & 
descriptive product name 
provides immediate  
recognition of use.

Silver Band – Quick visual 
identification of CRC H1  
products from across the 
plant floor with unique  
silver banding.

QR Code – Instant access to 
mobile-ready product detail page. 

NSF logo & Number –  
NSF Category Code and 
registration # prominently 
displayed to aid during the 
inspection process.

CRC Industries has over 75 food grade maintenance chemicals within the NSF H1 category 
designation. These items are approved for use where incidental food contact might occur.  
Understanding the importance for continuous improvement in food safety, CRC has introduced 
a new label design for all CRC H1 Food Grade Lubricants to ensure proper usage of these 
products in the workplace. Features include: 

S.d.[l.]™ – Current Safety data Sheet 
printed on the reverse side of aerosol 
product label – a CRC exclusive – puts 
disposal, First Aid and important safety 
information right at your fingertips!

third-partY CertiFiCation and BeYond
In conjunction with the StopLight™ Program, CRC offers a wide range 
of maintenance chemicals that are NSF Registered and approved 
for use in a food processing establishment. Each NSF Registered 
CRC product receives a registration number, which is prominently 
displayed on the product label with the corresponding NSF category 
code. In addition, NSF Registration Letters are available on the CRC 
web site. With over 300 NSF-approved MRO chemical products, CRC 
provides the broadest application solutions for the Food & Beverage 
industry and food packaging manufacturers. 

The National Sanitation Foundation (NSF) is a not-for-profit, third 
party product certifier specializing in public health and safety. 
www.nsf.org

Utilizing elements of CRC’s Risk Reduction Partnership Plan™, CRC 
will supply your Maintenance Department with industy-leading 
product performance, provide your Food Safety team with 3rd-
Party certification of these products and enable your plant to reduce 
the number of products in use. The CRC StopLight™ Food Safety 
Program has proven helpful in improving audit scores and supplier 
reviews and provides a program that meets the needs of Global Food 
Safety Initiatives (GFSI), such as BRC, SQF and FSSC 22000.
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WARNING: Contains isohexane 64742-49-0/107-83-5, 1,1-difluoroethane 75-37-6, n-Hexane 110-54-3 and dimeth-
ylpolysiloxane 63148-62-9. Do not puncture, incinerate or store can above 120°F. Exposure to high temperature 
may cause can to burst. Do not place in direct sunlight or near any heat source. Product is extremely flammable 
and should be kept from all flames and other ignition sources. Avoid continuous breathing of vapor and spray mist. 
Avoid contact with skin and eyes. Overexposure to liquid or vapors can cause eye and skin irritation, irritation to 
upper respiratory tract, and central nervous system effects such as headache, dizziness, drowsiness or confusion. 
Deliberate misuse by concentrating and inhaling the contents can be harmful or fatal. Use with adequate venti-
lation. Open doors and windows or use other means to ensure a fresh air supply during use and while product 
is drying. Vapors are heavier than air and can accumulate in low areas. If you experience any symptoms listed 
on this label, increase ventilation, use respiratory protection, or leave the area.  Product may pose an aspiration 
hazard if swallowed.  FIRST AID: In case of eye or skin contact, flush with water for 15 minutes. If swallowed,  
DO NOT induce vomiting. Contact a poison control center. If too much is breathed, remove to fresh air. If 
breathing is difficult, give oxygen. For severe overexposure, call a physician.  DISPOSAL: Unused contents and 
containers must be disposed of in accordance with all federal, state and local regulations. Do not dump in sewers, 
on the ground, or into any body of water. For additional information, consult the Safety Data Sheet for this product. 
SPECIAL USAGE WARNINGS: Contents Extremely Flammable. Do not smoke while spraying.  Extinguish all flames, 
pilot lights, and heaters. Do not use on energized equipment. Vapors will accumulate readily and may ignite. Use only 
with adequate ventilation; maintain ventilation during use and until vapors are gone.  ELECTRICAL SHOCK HAZARD: 
This can will conduct electricity. Keep away from all live electrical sources including Battery Terminals, Solenoids, 
Electrical Panels and other electronic components. Failure to observe this warning may result in serious injury from 
flash fire and/or electrical shock.                  KEEP AWAY FROM CHILDREN 
DIRECTIONS: Read entire label before using this product. 
1. Do not apply while equipment is energized.  2. Spray in light, even coats to areas requiring lubrication or moisture 
protection.  3. Repeat step 2 until adequate lubrication or protection is achieved. Use only the necessary amount to 
achieve results.  4. Re-apply as needed to maintain performance.  
ADVERTENCIA: Contiene isómers de hexano 64742-49-0/107-83-5, 1,1 difluoroetano 75-37-6, n-hexano 110-54-3 
y dimetilpolisiloxano 63148-62-9. No perfore, incinere ni almacene la lata a una temperatura superior a 120ºF. La 
exposición a altas temperaturas puede provocar que la lata estalle. No exponga a la luz directa del sol ni acerque a 
otras fuentes de calor. El producto es sumamente inflamable y debe mantenerse alejado de llamas u otras fuentes 
de ignición. Evite la respiración continua del vapor y la niebla del rocío. Evite el contacto con la piel y los ojos. La 
exposición prolongada al líquido o a los vapores puede causar irritación en los ojos, la piel y el tracto respiratorio 
superior y daños en el sistema nervioso central, tales como dolor de cabeza, mareos, somnolencia o confusión. El uso 
incorrecto deliberado mediante la concentración e inhalación de su contenido puede ser perjudicial o mortal. Utilice 
con ventilación adecuada. Abra puertas y ventanas o utilice otros medios para garantizar el suministro de aire fresco 
durante su uso y mientras el producto se está secando. El vapor es más pesado que el aire y puede acumularse en 
zonas bajas. Si usted experimenta alguno de los síntomas enumerados en esta etiqueta, aumente la ventilación, utilizer 
el proceso de las vías respiratorias, o salga de la zona. Si el producto se ingiere, puede presentar peligro de aspiración.  
PRIMEROS AUXILIOS: En caso de que el producto entre en contacto con los ojos o la piel, enjuague con agua 
durante 15 minutos. Si se ingiere, NO provoque el vómito. Contáctese con un centro de control de envenenamiento. 
Si se respira una cantidad excesiva de producto, salga al aire libre. Si la respiración se torna dificultosa, proporcione 
oxígeno. En caso de exposiciones prolongadas, llame a un médico.  ELIMINACIÓN: Se debe desechar todo contenido 
y recipiente que no se haya utilizado, de acuerdo con las reglamentaciones locales, estatales y federales. NO vierta 
el producto en sumideros, sobre la tierra ni en masas de agua. Para obtener información adicional, consulte la Hoja 
de Información de Seguridad de este producto.  ADVERTENCIAS SOBRE USOS ESPECIALES: Contenido sumamente 
inflamable. No fume mientras rocía. Apague todas las llamas, pilotos y calefactores. No utilice el producto mientras el 
equipo esté conectado. El vapor se acumulará rápidamente y puede inflamarse. Utilice sólo con ventilación adecuada 
y mantenga esta ventilación durante la utilización del producto hasta que el vapor haya desaparecido. PELIGRO DE 
DESCARGA ELÉCTRICA: Esta lata conduce la electricidad. Mantenga fuera del alcance de todas las fuentes eléctricas 
vivas, incluso bornes de baterías, solenoides, tableros eléctricos y otros componentes electrónicos. Pasar por alto esta 
advertencia puede ocasionar lesiones graves provocadas por fuego explosivo y/o descarga eléctrica.  

MANTENGA FUERA DEL ALCANCE DE LOS NIÑOS.  
INSTRUCCIONES: Lea toda la etiqueta antes de usar este producto.  
1. No aplique el producto mientras el equipo esté conectado.  2. Rocíe en capas ligeras y parejas, en las zonas que 
requieren lubricación o protección contra la humedad.  3. Repita el paso 1 hasta alcanzar la lubricación o protección 
adecuada. Utilice solamente la cantidad necesaria para alcanzar los resultados deseados.  4. Aplique nuevamente, 
según sea necesario, para mantener el rendimiento.   
©2012 CRC Industries, Inc., Warminster, PA 18974 12A        CRC# 519E/F 
800-521-3168 (Technical Information) www.crcindustries.com 
800-272-4620 (Customer Service) Made in U.S.A. 
215-442-6260 (SDS)

Nonfood Compounds Program Listed
Category Code: H1 Reg.# 017393

DANGER: EXTREMELY FLAMMABLE. HARMFUL OR 
FATAL IF SWALLOWED. CONTENTS UNDER PRESSURE.
Read warnings on back panel.

PELIGRO: SUMAMENTE INFLAMABLE. SU 
INGESTIÓN ES PERJUDICIAL O MORTAL. CONTENIDO 
BAJO PRESIÓN. Lea las advertencias en el dorso.
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CRC Industries, Inc.  
885 Louis Drive,  
Warminster, PA 18974

Customer Service Phone:          800-272-4620 

Customer Service Fax:               800-272-4560

Technical Assistance:                 800-521-3168

       CRC Industrial Home
       crcindustries.com/ei

     

                 facebook.com/crcindustrial  

  
                 youtube.com/crcindustrial

For over 50 years, CRC has been providing innovative solutions to 
the ever-changing food and beverage industry through revolutionary 
technology and products of superior quality. As an ISO 9001:2008 
certified manufacturer, CRC is committed to continue leading the 
evolution of maintenance chemicals as they relate to regulatory 
compliance within the food industry. In addition to our H1 food grade 
lubricant products, CRC offers a wide variety of aqueous cleaners, 
heavy duty degreasers, precision cleaners and H2 lubricants that are 
suitable for use in federally inspected food-processing and handling 
plants. All products are listed in our current Food Grade Chemical 
Maintenance Solutions Catalog!

For a complete listing of StopLight™ program  
deliverables, please visit our web site today!  
SToPlIGHTFoodSAFeTy.CoM

Scan the QR code to view our 
complete Food Grade Catalog, 
or visit us at crcindustries.com/ei
to learn more about CRC!
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