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°sTelpro  reserves the right to modify descriptions, manufacturing specifications or prices without prior notice. returns are not accepted for orders of products with optional colours. 
for all the latest models and updated prices, please refer to our web site at www.stelpro.com.
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Dimensions
see the technical drawings 

control
 − all or nothing (on/off)
 − with transformer 24 v (with exception of the r841D1036 w/o transformer)
 − compatible with T822k1034, T87k1015 and eT180 thermostats 

(the r841D1036 w/o transformer is also compatible with the sTe241 and D010 thermostats)
 − installation of more than 4 relays without transformer to the same thermostat is not 

recommended (2 relays without transformer if connected to a sTe241 thermostat)
 − no additional relay can be connected to the same control circuit as a relay with transformer

installation
These relays can be installed in an external junction box. These relays may or may not be 
installed in the junction box of the heating unit. (see the accessories table for the heating unit)

proDuct Description price

r841c1169
elecTro. Mecha. relay c/w TraNsforMer 24 v [6000 w @ 240 v  
aND 5200 w @ 208 v] 79.00

r841c1144 elecTro. Mecha. relay c/w TraNsforMer 24 v [6000 w @ 347 v] 79.00

r841c1151 elecTro. Mecha. relay c/w TraNsforMer 24 v [6000 w @ 600 v] 79.00

r841D1036 elecTro. Mecha. relay w/o TraNsforMer 24 v [6000 w @ 120-600 v] 67.25

electromechanical relay 
low Voltage | r841

Technical drawings

dimensions
Key a B c D e f g h j K l m

mm (nominal) 95 65 20 10 20 75 85 5 10 35 40 15

in. 3 1/4 2 3/8 3/4 15/32 3/4 2 29/32 3 3/8 1/4 7/16 1 15/32 1 1/2 5/8




