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| Box Type | RACO Steel Boxes & Covers |
| Box Family | 3" x 2" Switch Boxes |
| Box Category | 3" x 2" Switch Boxes - For Conduit |
| Category | 3" x 2" Switch Box |
| Gangable | Yes |
| Wiring System | Conduit |
| Box Depth | 2-1/2" |
[End Knockout(s) [2,1/2" |
[Bracket Type [ No bracket |
| Cubic Inch Capacity 112.5 |
[UPC Number [050169005088 |
[ Product UPC-A Labeled | Yes |
| Minimum Pack Qty. 20 |
[Carton UPC Bar Code || 050169995082 |
dnerLeat2of5Bar | 50050169005083

| Unit Carton Quantity 120

|
| Ship Carton Length (In.) |/ 13 |
| Ship Carton Width (In.) | 10.75 |
|
|

| Ship Carton Height (In.) |[6.125
| Weight (Per/C) | 49.8




| Pallet Quantity | 1820

Acceptable for use in 2-hour rated
walls

[Dimension A [2-172"

Fire Resistance

Applications

o Switch boxes are used to house wiring devices such as
switches or receptacles

Product Features

» Nongangable design for single device mounting

o Adjustable plaster ears allow box to be used in "old work"
applications

e Provided "U" box support eliminates the need for additional
box supports to secure box in wall opening

o For 3/4" sheetrock maximum thickness

|UL 514-A listed, File E195978|
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